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Descripcion Description
Metal brillante blanco, de alta pureza, con propiedades Itisa highly pure, bright, white metal with protection
de proteccion contra la corrosion. Versétil en aplicaciones properties against corrosion, versatile in manufacturing
de manufactura. Elemento esencial para los seres vivos operations. Itisan essential element for living organisms
Usos Uses
Galvanizacién Galvanizing
Recubrimiento anticorrosivo Anticorrosive coating
(remas protectoras contra el sol Sun protection lotions
Pinturas Paints
Sulfatos Sulfates
Fundicién a presion Die castings
Latény bronce Brass
Pilas / Baterias Batteries
Vulcanizacién de hule Rubber vulcanization
Micronutriente para plantas Plants micronutrient
Suplemento nutricional Nutritional supplement

Pefioles, comprometido con el cuidado de la naturaleza
CERTIFICACION Pefioles, committed to the care of nature
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Presentacion y Empaque / Presentation and Packing
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- U Alto Grado Especial Alto Grado P.W.
Composmon /Compos:t:on Special High Grade (SHG) High Grade (HG) Prime Western (PW)
Zinc por Diferencia / Zinc by Difference | % Min. Ambos / Both 99.995 99.900 98.000
Min. - Max Lincote / Indot 0.500 - 1.400
ingote / Ingo
0,
Plomo / Lead % Max. 0.003 0.030
Max. Jumbo
Fierro / Iron % Max. Lingote /Ingot 0.002 0.020 0.050
Jumbo 0.003
Cadmio / Cadmium % Max. Ambos / Both 0.003 0.020 0.200
Lingote / Ingot 0.001
ini i 0,
Aluminio / Aluminum % Max. Jumbo 0.002 0.010 0.010
Lingote / Ingot
Cobre / Copper % Max. 9 9 0.001 0.200
Jumbo 0.002
L Estafio / Tin % Max. Ambos / Both 0.001 )

* Cumple especificacion ASTM B6-03 * Complies with specification ASTM B6-03

Nota: Las propiedades, composicion y anélisis quimico contenidos en este boletin estan basados en nuestros propios analisis e
investigacion y tienen por objeto Ginicamente orientar y servir como referencia para la consideracion de nuestros clientes. Sin embargo,
en esta presentacién no hacemos ni otorgamos ninguna garantia incluyendo, pero no limitado a garantia de comercialidad ni de
idoneidad para un uso o propdsito especifico, ya que nuestro producto puede ser usado en distintas aplicaciones y estd sujeto a manejo
posterior una vez entregado a nuestros clientes.

MET-MEX PENOLES, S.A.DEC.V.

Domicilio (Address): Avenida Metaldirgica No.550 Colonia Metaldrgica
C.P.(Zip Code): 27370 Apartado Postal 93 y 212 (P.0. Box 93 or 212) Torredn, Coah., México

Gerencia de Producto ZINC (ZINC Sales Management)
Teléfonos (Phones): 52 (871) 729-5770, Conmutador (Switchboard): 52 (871) 729-5500 Ext.5770

Servicio Técnico (Technical Service)
Teléfonos (Phones): 52 (871) 729-5759, Conmutador (Switchhoard): 52 (871) 729-5500 Ext.5759

Fax: 52 (871) 729-5795
Correo electronico (e-mail): ventas_sales@penoles.com.mx
Péginas en internet (Web sites): www.penoles.com.mx, www.balnet.com

Septiembre 2004 / September 2004

Impreso en Torredn, México
Printed in Torredn, México

Marca registrada en London Metal Exchange

Trade mark registered at London Metal Exchange

Legal Disclaimer:The properties, composition and other information set forth above are based on our own analysis and research
and are intended solely as an orientation and reference for consideration by our customers. In this general presentation no express or
implied warranties are made (including, without limitation, any warranties of merchantability or fitness for a particular purpose or
use), given the multiple uses of the product and the subsequent handling to which the product may be exposed after it is delivered to
our customers.

U.S.A
Penoles Metals & Chemicals, Inc.
Bal International, Inc.
Teléfonos (Phones): 1(203) 359-6775, 1 (800) 331-4709, Fax: 1(203) 359-3692
Domicilio (Address): Two Stamford Plaza, 12th. Floor 281, Tresser Boulevard; Stamford (T.06901-3223
Correos electrdnicos (e-mails): penoles@balnet.com, balinternational@balnet.com, balmetals@ balnet.com

BRASIL
Quirey Do Brasil, Ind. E Com. LTDA
Teléfonos (Phones): 55 (11) 3257- 5233,55 (11) 3257-5843, Fax: 55 (11) 3257-5632
Domicilio (Address): Av.lpiranga 318 - Bloco A - 17° Andar Conj. 1701 - CEP:01046-010 Consolagao - Sao Paulo, SP- Brasil
Correo electronico (e-mail): jose_nadal@quirey.com.br

VENEZUELA
Industrias Pefioles de Venezuela, C.A.
Teléfonos (Phones): 58 (212) 209-3652, 58 (212) 209-3511, Fax: 58 (212) 209-3653, 58 (212) 286-3655
Domicilio (Address): Av. Francisco de Miranda, Centro Plaza, Torre B, Piso 17, 1060-A Caracas, Miranda, Venezuela
Correo electronico (e-mail): rparra@penoles.com.ve



